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External Type-C® gaming enclosure 
for M.2 NVMe SSD

Key features
•  Gaming enclosure made of high-grade aluminium with ARGB LED illumination
•  Interface to host computer: USB 3.1 (Gen 2) Type-C® and Type-A
•  Data transfer rate of up to 10 Gbit/s
•  M-Key socket for NVMe SSDs, 22x 30/42/60/80 mm
•  20x20 fan, heat sink and thermal pad
•  Toolless M.2 assembly
•  Supports Windows® and macOS®

Colourful is our world!
Green-yellow-blue-pink. The colours of the rainbow enhance your IB-G1826MF-C31 enclosure! And ARGB means that the play of colours can even be adjusted via 
software. With USB 3.1 (Gen 2) Type-C® and up to 10 Gbit/s, gaming content can be charged at lightning speed. Simply take your handy gaming library with you on 
your travels, this accessory looks good anywhere.

Model
Article no.
EAN code
Brand
Colour
Material
Interface to host computer
Host interface connector format 
Transfer rate
Length of cable
Socket
M.2 card size
M.2 interface
SSD capacity
Plug & Play

IB-G1826MF-C31
60783
4250078171195
ICY BOX®

Black
Aluminium, plastic
USB 3.1 (Gen 2)
USB Type-A, USB Type-C®

Up to 10 Gbit/s
35 cm
M-Key
22x 30/42/60/80 mm
PCIe x2 (NVMe)
Up to 2 TB
Yes

Yes
20x20 mm fan + heat sink
Power and access
USB powered
Windows®, macOS®

One free USB 3.1 (Gen 2) Type-A or Type-C® port on your host 
computer. 
Alternatively a Thunderbolt™ 3 Type-C® port can be used with data 
transfer rates of up to 10 Gbit/s. 
Common ARGB software tools from MSI, ASUS, GIGABYTE and 
ASRock can be used to configure the ARGB LEDs.  
Attention! Your respective mainboard or notebook must be compatible 
with the ARGB software!

ARGB
Cooling
LED
Power supply
Operating system
System requirements

 

Technical data

Packing content
1x IB-G1826MF-C31 (drive not included), 1x Type-C® to Type-A 
cable, 1x Type-A to Type-C® adapter, 1x Silicone thermal pad, 
1x Heat sink, 1x Tool, 2x M.2 rubber mount, 2x Rubber ring,
1x Manual

ICY BOX
IB-G1826MF-C31
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ARGB
The ICY BOX® IB-G1826MF-C31 can be integrated and synchronised with existing ARGB configurations. It 
is compatible with the respective software tools from MSI, ASUS, GIGABYTE and ASRock. 

Long loading times? Not with this ICY BOX®!
Waiting is annoying. That’s why it’s worth storing and accessing gaming content on M.2 NVMe SSDs. Our 
ICY BOX® IB-G1826MF-C31 offers the perfect environment for an external gaming SSD. Because with USB 
3.1 (Gen 2) and data transfer rates of up to 10 Gbit/s, your SSD is perfectly exploited. And as perfor-
mance generates heat, this aluminium case is equipped with an active fan!

Screwless installation
The M.2 SSD can be installed easily and without screws. The enclosure is opened with a small Sim tool and 
thanks to the M.2 rubber holder, the M.2 SSD is easily attached in a few seconds. Put the heat sink on and 
start playing right away with Plug & Play.

Logistical data
Packing unit:
Total weight:
Gross weight (with packing):
Net weight:

Dimension/carton:
Dimension (with packing):
Dimension of article:
Country of origin:
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60 Stk./carton
11.2 kg/carton
0.174 kg
0.084 kg

440x300x335 mm
104x28x200 mm
126x37x16 mm
China

ICY BOX IB-G1826MF-C31


