
英文GB/正面

INSTRUCTION MANUAL

STEREO FM RADIO WITH CD PLAYER
                                      SCD-24/SCD-27

For information and support, www.lenco.com

REVISED DATE : 12 / 07 / 17   , MODEL : SR24N / CD VERSION / NEW CIRCUIT / ERP2
LENCO / SCD-24 / ENGLISH  FM ONLY , I/M ,  230V~50Hz ,  ABOUT 15 MINS

RED 2017 ( LAB REQUEST ) NO Batch No.
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FOR BETTER RECEPTION
 FM

 COMPACT DISC PLAYBACK

GB 3

1 . Set to CD

  CD Door Open / Close button. 

4 . Close the CD door.
 The disc will rotate and the total 
 tracks of the disc will show on 

TO SKIP TO THE BEGINNING OF A TRACK

SEARCHING FOR A PASSAGE WITHIN A TRACK

TO STOP PLAYBACK

tracks of the disc.

NOTE :

AFTER LISTENING
Set the FUNCTION selector to OFF.

 Track number " 01 " & " PLAY       " will 
 be shown.

PLAY

PLAY

TO INTERRUPT PLAYBACK 

 

 

FUNCTION
CD
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GB 4

 REPEAT PLAYBACK

Note on CD-R/RW discs

 BASS BOOST

press BBS button.

REPEAT 
PLAY

REPEAT ALL

PLAY

TO CANCEL REPEAT PLAYBACK FUNCTION

TO REPEAT THE SAME TRACK
Press the REPEAT button once 

will indicate " REPEAT ".

TO REPEAT THE WHOLE DISC
Press the REPEAT button twice 

" PROGRAM "

PROGRAMMED  PLAYBACK

1. Press the " PROGRAM " button.

 to select the desired track number.

track.

5. Press the " PLAY/PAUSE " button to start.                      
         "  PLAY        " , " PROGRAM " & track number are    

8. 

Note : 
   is in stop mode.

 PROGRAM PLAYBACK
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GB 1

 LOCATION OF CONTROLS
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1. CD PROGRAM BUTTON

3. BBS BUTTON 
4. POWER INDICATOR
5. CD DISPLAY  
6. SPEAKER
7. CD DOOR 
8. TELESCOPIC ANTENNA
9. OPEN / CLOSE CD BUTTON 
10. FM STEREO INDICATOR 
11. CD NEXT BUTTON

13. CD BACK BUTTON
14. CD STOP BUTTON
15.  DIAL SCALE
16.  MODE SWITCH
17. TUNING CONTROL
18. AC SOCKET
19. CARRYING HANDLE
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GB 5

CLEANING THE UNIT 

IMPORTANT NOTE 

occurs, disconnect the AC power cord and remove the 
batteries. Wait at least 5 seconds, then reconnect the AC 
power cord or reinstall the batteries.

WARNING

CLEANING A CD 

 MAINTENANCE

CLEANING THE CD LENS

several times on the lens and remove the dust with the 

moistened with alcohol.

CD SECTION

S / N ratio: 60 dB
Wow & Flutter:  undetectable

RADIO SECTION

Antennas: FM Rod antenna

GENERAL

Power consumption: 13.5 W
Speaker:  3 " 8 OHM
Phones jack: 3.5MM

  

  

 SPECIFICATIONS
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FM ST.FM MONO

 ADJUSTING THE SOUND

 LISTENING TO THE RADIO

 POWER SUPPLY

1 . Set to RADIO

3 . Tune in to a station.

TUNING

4 . Adjust the sound.

TO ADJUST THE VOLUME

USING HOUSE CURRENT

USING BATTERIES
Disconnect the AC power cord from the AC inlet of the 

it is connected.
When the volume decrease, or the sound distorts, replace 
all of the batteries with new ones.

MODE

+

+

+ _

_

_

FUNCTION
RADIO 

FOR PRIVATE LISTENING

PHONES jack.

To AC socket

To AC outlet

VOLUME

                 MAX. MIN.                 
VOLUME

VOLUME

                 MAX. MIN.                 
VOLUME
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法文FR/反面

FR 1

 COMMANDES

1. TOUCHE DE PROGRAMMATION DU DC

 DU DC
3. TOUCHE BBS 

4. INDICATEUR DE TENSION

6. HAUT-PARLEUR
7. PORTE DU LECTEUR CD 
8. ANTENNE TÉLESCOPIQUE
9. TOUCHE D’OUVERTURE/FERMETURE DU  

10. VOYANT DU FM STÉRÉO
11. TOUCHE DE SAUT/RECHERCHE VERS  
 L’AVANT DU LECTEUR CD

13. TOUCHE DE SAUT/RECHERCHE VERS  
 L’ARRIÈRE DU DC
14. TOUCHE D’ARRET DU DC

 FRÉQUENCES RADIO
16.  SÉLECTEUR DE MODE
17. COMMANDE DE SYNTONISATION
18. PRISE D’ENTRÉE DE L’ALIMENTATION CA
19. POIGNÉE DE TRANSPORT
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FM ST.FM MONO

 AJUSTER LE SON

 ÉCOUTER LA RADIO

 ALIMENTATION

TUNING

POUR AJUSTER LE VOLUME

UTILISER L’ALIMENTATION CA

le cordon d’alimentation CA dans la prise de courant.

UTILISER LES PILES

de l’alimentation de l’appareil.  L’alimentation à l’aide des 

dans l’appareil.

Porte du compartiment des piles

distorsionne, remplacez toutes les piles par des piles 
neuves.

MODE

+

+

+ _

_

_

Pour une écoute en toute tranquillité

l’alimentation CA

À la prise de courant CA

VOLUME

                 MAX. MIN.                 
VOLUME

VOLUME

                 MAX. MIN.                 
VOLUME

          facilement accessible.

FUNCTION
RADIO 

Améliorer la réception
 FM

 LECTEUR DE DISQUE COMPACT

FR 3

d’ouverture/fermeture du CD.

4. Fermez la porte du DC.

SAUTER AU DÉBUT D’UNE PISTE

recommence.

EFFECTUER LA RECHERCHE D’UN SEGMENT PRÉCIS AU SEIN D’UNE PISTE

ARRETER LA LECTURE

NOTE :

Après lecture

PLAY

PLAY

POUR INTERROMPRE LA LECTURE

reprendre la lecture.

FUNCTION
CD

FR 4

 LECTURE RÉPÉTÉE

audio.

 RENFORCEMENT DES BASSES

POUR RÉPÉTER LA MÊME PISTE/CHANSON

POUR ANNULER LA FONCTION REPEAT

POUR REJOUER TOUT LE DISQUE

REPEAT 
PLAY

REPEAT ALL

PLAY

  LECTURE PROGRAMMÉE

PROGRAMME

Remarque :

LECTURE PROGRAMMÉE

Note : 
   is in stop mode.

NETTOYER L’APPAREIL

REMARQUE IMPORTANTE

AVERTISSEMENT

un bruit de coincement.  Refermez la porte du compartiment 

NETTOYER UN DC

 ENTRETIEN

NETTOYER LA LENTILLE LASER DU LECTEUR CD

dessus.  Les empreintes 

 CARACTERISTIQUES TECHNIQUES

PARTIE CD

PARTIE RADIO

GÈNÈRAL:

  

MANUEL D’INSTRUCTION

RADIO FM STÉRÉO AVEC LECTEUR CD
                                         SCD-24/SCD-27

Pour des informations et de l’assistance, www.lenco.com

REVISED DATE : 12 / 07 / 17   , MODEL : SR24N / CD VERSION / NEW CIRCUIT / ERP2
LENCO / SCD-24 / FRENCH  FM ONLY , I/M ,  230V~50Hz ,  ABOUT 15 MINS
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