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U/FTP CAT6A INSTALLATION CABLE 305m 
(GREY)

TP-55

                                   PRODUCT DATA SHEET 
TYPE                            U/FTP CAT 6A 2*4*2*23AWG LSOH
                                                   Consrurction                                
 Conductors    Material                     ------            Solid Bare Copper
                     Conductors Size          mm              0.56+/-0.008
                     Material                     ------               PE(Skin-Foam-Skin)
 Insulation      Diameter                   mm                 1.38+/-0.05
                     Average Thickness      mm                 0.41+/-0.05
  Assimbly     Direction                    ------                  S
                   NO.of insulations         Pair                   4
  Shielding    Material                      -------           Al-Foil Screneed
 Drain wire    Material                      -------           0.40+/-0.005mm TC
                   Material                      -------            LSOH           
                   Diameter                   mm                7.8+/-0.3
                   Average Thickness     mm                0.65+/-0.1
   Jacket       Color                         ------                RAL4005
                   Marking color             ------               BLACK
  

                                             Application
Suitable for structured premises cabling
For transmission of digital and analogue voice and data signals.
Especially suitable for all Class EA applications
ISDN,Ethernet 10Base-T,Fast Ethernet 100Base-T,Gigabit Ethernet 1000Base-T,10G Base-T.(IEEE 802.3)
Token Ring 4/16Mbit/s,TP-PMD/TP/DDI 125Mbit/s,ATM 155Mbit/s.(IEEE802.5)

                                              Standard
IEC/ISO 61156-5
ANSI/TIA568C.2
ISO/IEC 11801

                                                         Electrical  Characteristic
1.Impedance :                                                      4-100MHz 100+/-15(Ohms)
                                                                                100-200MHz 100+/-22(Ohms)
                                                                                200-500MHz 100+/-32(Ohms)
2.Max.Conductor DC   Resistance 20℃          84（Ohms/Km）                               
3 Resistance Unbalance(%):                         Max2.5
4.Pair-to- Gruond Capacitance Unbalance :   330(pF/100M)
5.Transfer impendance                                           Max10 mohms/m@100MHz
6. Coupling Atenuation                                         Min 80 dB
7.Insulation Temperature :                                     0~50℃
8.Operation temperature:                                       -20~60℃

                     


